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I. Schwechat 0il Refinery (Report for February 195k)

A. Production

Three atmospheric installations were in operation.

No. 1. Amount of crude oil processed (Aderklaa bR 21,215,9 tons
Gasoline: 15.7%
Kerosene: 31.9%
Gas 0il: 21.5%
Top Residue: 29.7%
Residue (Slop): 0.3%
Loss: 0.9%
No. 2. Ambunt of crude oll processed (Matzen): 14,439.3 tons
Gasoline: 2.6%
Kerosene: 7.5%
Gas Oil: 23.7%
Top Residue: 6l.5%
Resldue (Slop): “T.O0%
Loss: 1.0%

Cracking Plant.

Amount of raw material processed: 21.257 tons

Crude 0il (Matzen), Top Residue and
Cracked Raw Materisl (Creckrohstoff)
was processed.
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Primary Gasoline (Primirbenzin): L.7%
. 'Y Kerosene (PrimMrpetroleum): 9.7%

. " Gas 011 (Primirgas8l); 10.2%
Light Cracked Gasoline:
(Spaltbenzin leicht): . . 3.0%
.Heavy Cracked Gasoline :
{Spaltbenzin schwer): 15.h4
Cracked 011 (Crack8l):. 70.0%
Special Boiling Point Fluid
(Spaltgas): 10.2%
Loss (Primary): 1.
» Cracking): 1.4

‘Vacuum Installation.

Amount of raw material processed: ‘
(Top Residue): 1,111.5 tons

Gas Oil: 17.1%
Spindle 0il
distillate:
3+4/20. 5.6%
Machine 01l
distillate:
L-5/50. 16.7%
Machine 0il
distillate:
18=22/50. 13.7%
Cylinder 0il: 0.4%
Gudron: 45.29
Loss: 1.3%

B. Deliveries.

Gasoline, 100% pumped to Central Storage Depot, Lobau.
Kerosene. 60% to OROP;
25% to Storage Depot, Lobau;
15% to Czechoslovakia.
Gas 011. 65% pumped to Storage Depot, Labau;
35% to OROP.
Lubricating and
Machine Oils, 100% to OROP.
© D1y - Bitumen. 60% to locat industry;
Lo% to Poland.

II. LobewOil Refinery (Report for February 195k)

A. Production.
atmospheric installations in operation.

" Fo. 1. Amount of crude oil processed (Aderklm: ): 19.225 tons
Gasoline 20.44
Kersoene 2,69
Gas 011 19.8%
Residue 34.0%
Loss 1-2*
No. 2. Amount of crude oil proces‘sed (Matzen): 14,325 tons
Gasoline g
Kerosene 9.6%
Gas 011 26.2%
Residue 58.5%
Loss 1.3%
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Delivertes.
Gasoline 65% pumped to Central Storage Depot, Lobau;
35% by rail to Korneuburg.
Kerosene 45% to Poland;
30% by rail to OROP;
25% pumped to Storage Depot, Lobsu .
Gas Oil 55% pumped to Storage Depot, Lobeu;
45% to OROP.
Furnace Oils: 60% to Czechoslovakia;
25% to local industry;
15% to OROP.

V8sendorf 0il Refinery

" A.

This refinery comsists of an atmospheric and a vacuum installation. The capacity
of the atmospheric installations amounts to approximately 280 tons daily and that
of the vacuum installation to approximately 7O tons top residue daily. The

raw material is either brought from the Central Storage Depot in Lobau to
V8sendorf by tanker or it is first pumped from the Central Storage Depot to

the Schwechat Refinery, whence it is transported to VBsendorf by tanker.

Report for February 195k.

Atmospheric Installation.

Amount of Crude 0il processed (Matzen): 7,588 tons
Gasoline 3.2%
Kerosene 7.3%
Gas 0il 22.5%
Residue 65.8%
Loss 1.2%

Vacuum Installation.

Amount of raw material processed (Top Residue): © 1,848 tons

Gas 0il 16.8%
Spindle 0il
distillate: 5.2%
Machine 0il
distillate:
4-5/50 . 15.9%
Machine 0il
distillate:
18-22/50
Cylinder 0il:
Residue:
Loss:
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Deliveries.

Gasoline. 70% by rail to Central Storage Depot, Lobau;
30% to ORCP.

Kerosene. 55% by rail to OROP;
L5% to Czechoslovakia

Gas 0il: 60% by rail to OROP;

40% to Central Storage Depot, Lobau.
Lubricating Oils: These are all delivered to OROP.
Residue: TO% retained for further processing in the
vVacuum installation;
30% used. as furnace oil.
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